	Clamp Meter DCM2000AD

	


	General Information

	


	■ AC/DC current measurement up to 2000 A
■ One push zero adjustment for DCA
■ Auto power-off function
■ Cont. buzzer
■ Diode test
■ Data hold
■ Frequency measurement
■ DMM function


	


	Standard Accessories Included

	


	■ Test lead (TL-21) x 1set
■ Carrying case 


	


	Optional Accessories

	


	■ No optional accessory available.
■ For more information about accessories, click here...

	


	Basic Specification
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40/400/2000A +(1.5%+8) 0.01A
DCA 40/400/2000A +(1.5%+8) 0.01A
Acv 400m/4/40/400/600V £(1.2%+8) 0.1mA
bev 400m/4/40/400/600V +(12%+8) 0.1
Resistance 400/4k/40k/400k/4000k/40MQ =+ (1.5%+8) 0.1Hz
Frequency 100/1k/10k/100k/1000kHz +(0.5%+3)
Continuity ‘Buzzer sounds at less than approx. 40Q2. Open voltage : approx. 1.5V
Bancwidh 5050z
Dislay 4000
Camp a9 gy somm
Wistandvlago SS50VAC
Battery. R03X2
Sizo/Weight  H2AOXWAXD34magpox. 4009
Slondades  Testlead(TL21), Carrying case (C-DCM2000), Instruction manual
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