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- More evolved data processing software

“PC Link System” is now available!

The PC Link Plus / PC Link application allows you to log measuring data into your PC through

RAS232C port with SANWA Digital Multi Meter — PC series.

The measuring data is transferred to your PC, and appear in a graph on window in an instant.

The measuring data can be saved in PC as a file (CSV file format), so it is easy to analyze

the data more in detail with an application such as MS-Excel.

Single (1) channel
standard version

PC Link

English Version «

-LINK

SYSTEM

Multi {4) channal
professional version with strengthened network functions

PC Link Plus

English Version «

Main features of PC Link /PC Link Plus .~ =

Real time graph display with scaled grid

@ Display changes in measuring valuas

@ Frint and Copy the displayed graph

@ Manual / Automatic setling of Y-axis

@ Selection of the number of scale poinls on X-axis among 50,
125, 250, 500, or 1000
Flus allows you to select 2,500, 5,000, and 10,000 additionally,
or you may optionally set the number betwean 50 - 10000

@ Graph zoom in / out, vertical & haorizontal scroll (Plus)

@ Fage scroll
Plug allows you to scroll in increments of each single datum
and to display specified page

@ Add graph-markers to displayed graphs

Data processing

@ Saving measuring data as CSV file with date and time.

@ Simultaneous direct data transfer to MS-Excel with DDE

@ Processing the saved CSVY file with spreadshest software

@ Pasting copled graph onto other applications such as MS-Word

@ Import £ Saving graphs in bit map file format (BMP) (Plus)

@ Opening both BMP graph file and CSV data file in a graph wind-
ow (Plus)

Window

@ Relative value indication

@ Bezal-time Max & Min value display with date and time
@ Current measuring value window

Additional functions by optional accessories
@ Temperature probe measuring function
K-type sensor for PC520M & PC510
Platinic thin film thermoresistor ;: Compatible to all PG Link use
models (T-300FC displays the temperature only within software. )
@ Clamp probe measurement function
(Current display by setting the software.)
Clamp probe : CL -20D, CL22AD, CL33DC Compatible to All
PCseries models

Data Logger

@ Select data acquisition time Interval from 1 sec o 59 sec by 1
sec step ; from 1 min to 59 min by 1 min step ; from 1 hour 1o 4
hours by 1 hour step.

@ Beep when a setting value falls out of range by comparator
function

@ Automatic back up file ereation command

@ Download logged data from internal memory of PCS20M

@ Open a spacific file when transferring to MS-Excel directhy
(Plus)

@ 4 channel data logging with 4 DMMs (Flus)

Network (Plus)

@ Remote monitoring through LAN (Flus)

@ Start / stop data acquisition through LAN (Plus)

# (Plus) is a function comes only with PC Link Plus.

# Aequired OS5 | Windows35/08/2000/MEMNT4.0 (Service pack 3 or later)

# For multi-channel use, youwr PC showld have the same number of 232C ports &5
the channels you use,
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4 PC Link / PC Link Plus Version 1.0x can not be used with PCS000 / PCS20M / PCS10 7/ PCS00.

Please download upgrade file from our web site 10 be used with therm.

B To see information in detail, to visit our web site. (http:/fwww.sanwa-meter.co jp)
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